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Typical Performance (at +25oC) 

Subject to change or obsolescence without notice Rev - 07-Apr-2003 Page 3 of 5 





http://www.sawtek.com/techsupport.htm
http://www.sawtek.com/techsupport.htm
mailto:custservice@sawtek.com?subject=S-parameter request
mailto:custservice@sawtek.com
http://www.sawtek.com/
http://www.sawtek.com/contacts/salemain.htm

	Features
	Package
	Pin Configuration
	Surface Mount 7.01 x 5.51 x 1.63 mm
	Bottom View
	�
	�
	Pin No.
	Description
	3
	Output
	9
	Input
	8,2
	NC
	1,4,5,6,7
	Case Ground
	10,11,12
	Case Ground
	Terminations: Au plating 0.5 - 1.0?m,
	over a 2 - 6?m Ni plating

	Electrical Specifications (1)
	
	
	Center Frequency
	Passband Variation
	Group Delay Variation
	Source Impedance (4)
	Load Impedance (4)
	Temperature Coefficient of Frequency
	Parameter



	Typical
	Maximum
	
	Unit


	Operating Temperature Range
	T
	-
	+25
	-
	oC
	Storage Temperature Range
	Tstg
	-40
	+25
	+85
	oC
	
	
	Warnings




